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GAMMA TVCC 

HONEYWELL VIDEO

Security Cameras

EquIP Series for Enterprise,   

30 Series NDAA,

Performance Series for SMB

Maxpro

Software NVR, SE,XE,PE

H.265 GPU rendering, failover, 

recovery, consistency 

Remote Connectivity

Maxpro Cloud

P2P connection

DDNS connection

Web browser

Performance 

Recorder  & Viewer 

HDCS

All-in-One, H.265+, 

Fisheye de-warp, 

view, playback, 

exportmap

Integrated Security 

Prowatch Access Control

Win-PAK Access Control

Edge Analytics

Up to 14 alarm events

3 free uploadable VA

Xtralis Intrusion Trace, loitering 

Trace, Vehicle Trace





Design – Coverage
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Range < 70m

< 25m

Overlap!Deadzone!



DUAL KNOCK SETUP

-In Areas with a lot of FOG, a dual knock setup can be  installed
Each zone is covered by 2 detectors.
so even when the fog reduces the range the zone is still protected
When no fog is detected the detectors can work in Dual Knock mode
(both need to trigger before alarm)

This can be be set via an input (humidity detector) on the Adpro XO devices

-On ADPRO XO devices PIR combined with cameras 
with video analytics (IntrusionTrace) 
via Rs485 bus or inputs

NO FOG = AND
FOG = OR

Camera

PIR

IR Illuminator

H-models recommended



LoiterTrace

• Dedicated analytic for Loiter Detection

- Detects people who enter and remain long 

enough

- Annotated video event → audio response < 20s

- Crime averted, loss/damage/threat minimized

• Application spaces

- Parks, car parks, lobbies, entrances and ATMs

- Indoor and outdoor, uncrowded areas

Premium Analytics – LoiterTrace
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