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STONE PAVING AND THE URBAN SCENE
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View of S. Domenico Dock

View of Shipyards area



View of Seminario Dock

View of Dante Street

STONE PAVING AND THE URBAN SCENE
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CHARACTERS OF ANCIENT STONE SLABS
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DANTE STREET: MATERIALS ENVIRONMENTAL AND MANAGEMENT REQUIREMENTS
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DANTE STREET: MATERIALS ENVIRONMENTAL AND MANAGEMENT REQUIREMENTS



COLORS, NUANCES AND SURFACES’ TREATMENTS FOR TRANI STONE



“LOGES CODES” FOR TACTILE RUNS



DESIGN, TEXTURE COLOURS
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DRAINING SYSTEM
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DRAINING SYSTEM



DETAIL 1: 
TYPE JOINT STONE DRAINS

1.   Caditoia in Pietra di Trani cm 32x50
2.   Canalina in Pietra di Trani cm 32x50
3.   Telaio di supporto caditoia
4.   Conglomerato cementizio
5.   Battuto di sottofondo
6.   Pavimentazione in Pietra di Trani 

(selciato)
7.   Pavimentazione in Pietra di Trani 

(lastricato)
8.   Copertura pozzetto in cls
9.   Pozzetto prefabbricato
10. Sifone
11. Letto e rinfianco in sabbia
12. Braccio di chiavica in polietilene 

strutturato ad alta densità 
13. Magrone di rinfianco
14. Condotta acque bianche esistente
15. Pozzetto d'ispezione
16. Chiusino del tipo "invisibie"

DRAINING SYSTEM





DETAIL 2: SUPERFICIAL DRAINING CHANNEL 
(Scale 1:20) 

1. Pavimentazione in pietra calcarea e basaltica 
(lastricato cm 15-20)
2. Battuto di sottofondo
3. Massicciata stradale
4. Conglomerato cementizio
5. Griglia in ghisa concava GL, 56x56 cm.
6. Pavimentazione in pietra (selciato di cm 4)
7. Tubo PVC 
8. Letto e rinfianco in sabbia
9. Pozzetto prefabbricato in cls 50X50
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LIGHTING SYSTEM



CONSTRUCTION SITE PHASES
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